wefekk  ASSEMBLY: ITEM NO. 40158 INSTRUCTIONS — skekstoksk

STEPL. TAKE OUT LAMP PARTS FROM THE PACKAGE SLOWLY, PLACE THEM ON SMOOTH AND LEVEL SURFACE.
STEP 2. INSERT THE GLASS BOTTLE INTO THE IRON TUBE AT THE TOP OF
THE LAMP’ S BODY (FIGURE 1).
STEP 3.SLIP THE SMALL PART INTO THE LARGE PART (FIGURE 1), THEN SLIP THE TWO PARTS INTO
THE BOTTOM OF THE GLASS BOTTLE(FIGURE 2).
STEP 4.SLIP THE SMALL PART AND LARGE PART INTO THE IRON TUBE ON THE BOTTOM OF THE LAMP’S BODY(FIGURE 4).
STEP 5. INSERT HARP INTO HARP HOLDER (FIGURE 5).
STEP 6. SLIDE DOWN CAPS (BOTH SIDES) TO JOINT HARP AND HOLDER BY TIGHT PRESS FIT.

STEP 7. REMOVE THE PLASTIC DUST PROTECTOR FROM THE SHADE.
STEP 8. PUT SHADE ONTO THE TOP OF THE HARP AND SCREW ON FINIAL TO SECURE THE SHADE.

STEP 9. ALIGN AND INSTALL THE BULB TO THE SOCKET.
STEP 10. INSERT THE POLARIZED PLUG INTO AN OUTLET, TURN ON THE SWITCH AND ENJOY YOUR NEW LAMP.
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IF THE REFLECTOR BULB IS BURNT OUT AND REQUIRES REPLACEMENT, —

PLEASE TURN OFF THE POWER AND WAIT UNTIL THE LAMP COOL DOWN (FIGURE 5) %h

ENTIRELY, THEN FOLLOWING THE STEPS.

1. PULL UP THE LARGE PART, SMALL PART AND THE GLASS BOTTLE (FIGURE 2).

2. TAKE THE REFLECTOR BULB OUT AND INSTALL THE NEW REFLECTOR BULB(FIGURE 3).

3. SLIP THE LARGE PART, SMALL PART AND THE GLASS BOTTLE INTO THE IRON TUBE (FIGURE 4).

Warning:

1. Use the product for its intended use only as described in the instructionss:
Do not use attachments which are not recommanded by the manufacture.

2. Only changes the lamp when the bottle and base is completely cold.

3. This product is inteneded for indoor use only and should be positioned in a dry location

and away from direct sunlight.

4. Please keep away from children and animals to prevent breakage

5. If the bulb blows please replace it with one of the same wattage. Only fit the correct bulb,
as stated on the label.




